
Zigbee

Stelpro reserves the right to modify descriptions, manufacturing specifications or prices without prior notice. No returns accepted on optional-colour products.  
For all the latest models and prices, please refer to our website at www.stelpro.com.
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SALC0503ZB | ALLIATM

ZIGBEE RESISTIVE LOAD CONTROLLER FOR CONNECTED HOME
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 LINK UP TO THE ALLIA LOAD CONTROLLER 
With the Allia Resistive Load Controller, you can set your electric water heater, pool heat pump or outdoor lighting to operate only 
when needed from your phone, wherever you are. Perfect for other large residential and commercial resistive loads such as neon 
signs. The resistive load controller is compatible with the most popular Zigbee hubs including the Hilo and 4th generation Alexa Echo. 

COMPATIBLE WITH

To find out which home automation systems are 
 compatible with your Allia thermostat, visit  
www.stelpro.com/products/smart-resistive-load- 
controller-salc0503zb/

 ■ CONTROL AT THE TOUCH  
OF YOUR FINGERTIPS 
BY CONNECTING THE THERMOSTAT  
TO A ZIGBEE COMPATIBLE HUB

 ■ OPTIMIZE DEVICE USE 
BASED ON YOUR LIFESTYLE 

 ■ ENERGY SAVINGS  
WITH USAGE-BASED CONSUMPTION

IDEAL FOR :
Electric water heaters, pool pumps, outdoor lighting, 
neon signs and other large residential and commercial 
resistive loads

COMPATIBILITY
 • Zigbee Hub 
 • Hilo Hub

COMMUNICATION ANTENNA 
 • Zigbee 3.0

COLOUR
 • white

FINISH
 • moulded plastic

CONTROL
According to the app
 • remote control
 • time or astronomical programming
 • on/off control

WARRANTY
 • three years

170.3 mm

46.5 mm

135 mm

TECHNICAL SPECIFICATIONS
PRODUCT NOMINAL VOLTAGE 

(VCA) 120 240 277 347 PRICE

SALC0503ZB

Resistive 50 A 20 A

189.00

Incandescent 20 A N/A

Magnetic ballast 20 A 15 A

Electronic ballast 15 A N/A

Motor 1.5 HP 3 HP N/A

4th GENERATION ECHO
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